	Table S2. Primers for screening RPE65 variants

	Primers name
	Sequence

	RPE65-EX1F
	AAGCCCAAATAAAGCCAAGCA

	RPE65-EX1R
	CCAATCCCCAAGACCTACAGT

	RPE65-EX2F
	AGCTGAGCATGTTGATAGGGT

	RPE65-EX2R
	AAAAGCCCAAACCACCTGATC

	RPE65-EX3F
	agggctggaaatgaaaatcact

	RPE65-EX3R
	aaaactcacatgggaggagga

	RPE65-EX4-5F
	tcaccccaagaaagtgagct

	RPE65-EX4-5R
	ttacaccaattgcaggaaagc

	RPE65-EX6F
	GCTTGAAGTCCCTTTCAGTTCC

	RPE65-EX6R
	TATAGGGTAGGGATGAGGGCA

	RPE65-EX7F
	caaccctatttgagtgcacgt

	RPE65-EX7R
	CCCCATGGTTTCATTGGACTC

	RPE65-EX8-9F
	Ggtaacttgaaggcctgctatg

	RPE65-EX8-9R
	tgttttcaggtggggttcatg

	RPE65-EX10F
	ggtgacaggaagacagaacag

	RPE65-EX10R
	tgcactattcaccgaggaagt

	RPE65-EX11-13F
	tctgcatttctggctgtttga

	RPE65-EX11-13R
	gctccatcgtgacaccaaatg

	RPE65-EX14F
	tctttaggtggtctcatgcca

	RPE65-EX14R
	ACTTCCTTGACTCAGCAAAGC

	Note: All primers were amplified using a touchdown program （beginning at 64℃ -57℃, decreasing by 0.5℃ each cycle）.


